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This Setup Guide has been written to help new users configure a Buffalo 
Network Attached Storage (NAS) device after recent security changes in both 
Microsoft Windows and Apple MacOS.

Built upon internal data from the last 10 years of customer interactions, then 
filtered down to account for the recent changes to security, these 
instructions will attempt to address the most encountered needed steps for 
new users with directions from shortly after unboxing in mind.

If you encounter problems while following this guide as a new user, please 
visit our website BuffaloAmericas.com and reach out to support for 
assistance. For existing users who have lost access after a Windows or MacOS 
update, you may be better served by using this Knowledge base article or 
visiting the Downloads page for your specific model for further instructions.

 Hello and Welcome to the Start of Your Journey!

Product packaging, documentation, Ethernet cable design/color or power supply connector 
type may differ by region or vendor. For the best experience, please only purchase from an 
authorized Buffalo Americas reseller!
 

Important: 
The Power Adapter provided has been specifically chosen to meet the needs of both the drive 
capacity and drive count of each specific model. The output listed on the power adapter will 
be 12v with a range between 1.5a-4a. Using the wrong power adapter can cause damage, 
abnormal behavior, or data loss!

https://buffaloamericas.com/support
https://buffaloamericas.com/knowledge-base/KB5951


LS200 Series Setup Guide

LS220 LS210

Main Menu

Clicking on the Home button 
will return you to this menu



Hardware Setup ς Part 1

For proper operation, your NAS will need to be plugged into your Local Area Network 
(LAN). You may be more familiar with the terms: router, switch, or modem*.
The NAS will need to be placed close enough to connect the supplied Ethernet cable 
to a LAN port of your network that will commonly be on one of these devices.
*Only use if it is a combination modem + router. If unsure: modems usually only have 1 or 2 ports!

Plugging in your Buffalo Network Attached Storage for the first time

Step 1:
Chose an appropriate location, it will need to be near your 
networking equipment and have proper ventilation 
allowing airflow in both the front and back of the NAS.

Step 2:
Connect it to your network. For best results, please use the 
Ethernet cable included with the NAS.

Important:
Take care in this step to visually confirm you are plugging 
the network cable into the correct port when connecting to 
a router, it must not be plugged into a port marked for 
WAN/Internet use. LAN ports are usually a different color, 
grouped together, and/or may be numbered. If unsure, 
Ŏƻƴǎǳƭǘ ȅƻǳǊ ǊƻǳǘŜǊΩǎ ǳǎŜǊ ƳŀƴǳŀƭΦ



Hardware Setup ς Part 2

Step 3:
Before plugging the power in, make sure you're still using the supplied adapter, as it's not 
uncommon to plug in the wrong adapter after the previous steps. The router model in our 
example images was selected to highlight the common use of the DC barrel jack plug.

Step 4: 
On the back of the NAS is the power switch, and it 
functions in much the same way as the button on your 
computer. 

When switched ON, the NAS begins startup operations
When switched OFF the NAS begins shutdown operations
>Go ahead and flip the switch to the ON position.

WARNING: During shutdown do NOT unplug the power 
adapter until the Power LED turns completely off!

Important:
While you should always plug any storage device into a Battery 
Backup / Uninterruptable Power Supply (UPS), if not possible please 
at least make sure to use a surge protector instead of a power strip 
or wall outlet. Damage caused by power events without proper 
protection are not covered by our product warranty.



Hardware Setup ς Part 3

Power LED
ÅBlinking White: LinkStation is starting up or shutting down 
ÅSolid White: LinkStation has fully started up
ÅSolid Amber: A new firmware is available
ÅBlinking Red: An error has occurred
ÅBlinking Amber: A status message is available

With the power switch now flipped into the ON position, your 
Buffalo Network Attached Storage device will be conducting its first 
boot startup checks as indicated by the power LED flashing white!

You may now proceed to the next step!
 
Reference:
Boot, Error, and Information status can be checked by observing the 
two LED lights on the front of your NAS.

Power LED

Function LED
Function LED
ÅBlinking White: Direct Copy feature operation in progress
ÅSolid White: Settings initialization / USB device unmounted



Installing NAS Navigator for Windows ς Part 1

With the LinkStation now booting up for the first time, a way to find it on your network is needed. The Buffalo NAS Navigator2 
software provided for download is a Client Utility that will allow us to easily and quickly detect the LinkStation once it has 
completed boot operations and allow us to proceed with setup and configuration for use.

Step 1:
Obtain the NAS Navigator2 software by clicking or visiting 
BuffaloAmericas.com/support/download manually.
It is not necessary to put in your model number from the label 
on your NAS for all downloads ς you only need to click on the 
Windows option to download.

Step 2:
It is now time to install. In most web browsers, you should have 
a downloads button. Click on it to show recent downloads as 
shown in the example, then click on the downloaded file.

https://buffaloamericas.com/support/download


Installing NAS Navigator for Windows ς Part 2

Step 3:
Click Yes to approve the installation when prompted by the 
User Account Control security window that should pop up.

Step 4:
During the installation process, the installer will open and close 
for each step of the process, this is normal. 
Click OK when the Installation Completed windows appears.

Step 5:
There should now be a new Icon on your desktop, as well as in  
the Start Menu labeled BUFFALO NAS Navigator2.
You may proceed at this point to launch the application.



Installing NAS Navigator for macOS

With the LinkStation now booting up for the first time, a way to find it on your network is needed. The Buffalo NAS Navigator2 
software is a Client Utility that will allow us to easily and quickly detect the LinkStation once it has completed boot operations and 
allow us to proceed with setup and configuration for use.

Step 1:
Obtain the NAS Navigator2 Software by first opening the Apple 
App Store by clicking on the App Store icon.

Step 2:
In the top left you should have a search field; click in this field 
ŀƴŘ ǘȅǇŜ ƛƴ άb!{ bŀǾƛƎŀǘƻǊнέΣ ǘƘŜƴ Ƙƛǘ ŜƴǘŜǊΦ

Step 3:
1. /ƭƛŎƪ ƻƴ άDŜǘέΦ
2. /ƭƛŎƪ ƻƴ άLƴǎǘŀƭƭέΦ
3. /ƭƛŎƪ ƻƴ άhǇŜƴέΦ

Note:
You may be prompted for your Apple account to proceed. Depending on 
your settings, you may now have the NAS Navigator2 icon on the desktop, 
dock, launchpad, and/or in the Finder Applications section. For macOS 10.14 
or older use the download link here: 
BuffaloAmericas.com/support/download

https://buffaloamericas.com/support/download


Using NAS Navigator2

The Buffalo NAS Navigator2 client utility is designed to help users by 
displaying basic information and providing shortcuts to enable fast setup 
and access. 
Important: Until the Power LED turns solid, you will not see your unit displayed. When 

ƛƴƛǘƛŀƭƭȅ ŘƛǎŎƻǾŜǊŜŘΣ ƛǘ Ƴŀȅ ǎƘƻǿ ǘƘŜ ŘǊƛǾŜ ƻǊ ŀǊǊŀȅ ŀǎ Ψ¦ƴŦƻǊƳŀǘǘŜŘΩ ƻǊ Ψbƻǘ ŎƻƴƴŜŎǘŜŘΩ ƛŦ 
it is not fully booted. If this occurs, wait 3-5 minutes, then search again and reconnect.

What am I seeing here?
The Client Utility is split into two main sections:
Å The top area is interactive and will display any discovered Buffalo NAS 

products it can detect after searching. The label shown will be its current 
hostname (name). If there is an ERROR or INFO message reported, the (!) or (?) 
symbol will be overlayed onto the icon.

Å The bottom area is static and will only update when you select, change, or 
reselect a NAS from the top area. Information such as model series, drive, or 
RAID more/capacity, network information, and firmware version will be 
displayed when possible.

What Now?
Once your NAS appears in the top section, right-click on its icon, then click 
on the Open Settings option and proceed to the next section.

Note: The default hostname is part model number, part MAC address. As shown in the highlighted 
example, LS 220 D F9A = LinkStation, 220 chassis, desktop, last 3 digits of the MAC address.



LinkStation Setup Wizard ς Part 1

A new window or tab should have opened in your default web browser of choice. For your first time setting up the unit, you will 
be greeted with a setup wizard to help guide you through some of the basic settings. After each step when you click Next or 
Apply to proceed to the next page the settings will be saved and applied before it will proceed.

Page 1: 
Create a password following the guidelines provided. 
It is recommended to make it memorable and 
containing more than just lower-case letters.

While this default Administrator account can function 
for both configuration through this portal as well as 
file access in Windows, we do recommend creating a 
user account specifically for file access on the 
upcoming Page 3. If you plan to follow this, the 
passwords should not be identical!

The Setup Wizard will take you through options and 
ǎŜǘǘƛƴƎǎ ǘƘŀǘ ŀǊŜ ǘȅǇƛŎŀƭƭȅ ŎƻƴǎƛŘŜǊŜŘ άǳǎŜǊ ŎƘƻƛŎŜέΦ 
However, due to security changes we will provide both 
recommendations and instructions for this process.



LinkStation Setup Wizard ς Part 2

Page 2: 
A pre-configured top-ƭŜǾŜƭ ǎƘŀǊŜŘ ŦƻƭŘŜǊ ŎŀƭƭŜŘ ΨǎƘŀǊŜΩ 
has been created prior to the product being shipped. 
Creating folders is optional, it can also be done 
afterwards in the Advanced Settings area.

Required Step:
CƻƭŘŜǊǎ ƭƛǎǘŜŘ ƘŜǊŜ Ƴǳǎǘ ōŜ ǎŜǘ ǘƻ ǘƘŜ ά{Ŝǘ ŀǎ ǇǊƛǾŀǘŜ 
ŦƻƭŘŜǊέ ƻǇǘƛƻƴΣ ŦƻƭƭƻǿŜŘ ōȅ ǇŜǊƳƛǎǎƛƻƴǎ ŎƻƴŦƛƎǳǊŀǘƛƻƴ 
on the next page. You will be returned to this page after 
each folder is configured before you can finish setup.

Optional



LinkStation Setup Wizard ς Part 3

Page 3: 
When setting up the folder to require credentials for 
access, should you decide not to create a user 
specifically for file access, you need only to adjust the 
permissions as listed on this page. 

Required Step:
You must set the guest account to no access, and any 
users, including the admin user or others created, must 
be set appropriately.

Optional



LinkStation Setup Wizard ς Part 4

After clicking OK at the end of the Setup Wizard you will be redirected to this Easy Admin page. One final setting is required. 

1. Click on the Advanced Settings tile.
2. Click on the Configure icon ǘƻ ǘƘŜ ǊƛƎƘǘ ƻŦ Ψ{a.ΩΦ
3. Click Edit on the SMB popup.
4. Edit the displayed options:

1. SMB Protocol: SMB2 only
2. SMG Signing: Auto

5. Click OK and close the page when complete.



Windows Drive Mapping ς Part 1

With the LinkStation now securely configured, we can proceed to confirm 
basic access and map your shared folder to a drive letter for easy access.

Important: 
Many Windows settings that, if changed, will alter your experience with these 
directions, see Part 3 (Supplemental) if you encounter a different outcome. 

Step 1:
Reopen or select the Buffalo NAS Navigator2 window.

Step 2:
Right-click on your NAS displayed in the top section and chose 
Browse Share or double-click on the icon.

Step 3:
CƛƭŜ 9ȄǇƭƻǊŜǊ ǎƘƻǳƭŘ ƻǇŜƴ ŀƴŘ ƭƛǎǘ н ƻǊ ƳƻǊŜ ŦƻƭŘŜǊǎΣ ΨƛƴŦƻΩ ŀƴŘ 
ǘƘŜ ŘŜŦŀǳƭǘ ΨǎƘŀǊŜΩΦ 5ƻǳōƭŜ-ŎƭƛŎƪ ƻƴ ΨǎƘŀǊŜΩ ƻǊ ǘƘŜ ŦƻƭŘŜǊ ȅƻǳ Ƴŀȅ 
have created.

Step 4:
Windows should now prompt you for the username and 
password used in LinkStation Setup Wizard - Part 3. 
9ƴǘŜǊ ǘƘŜƳΣ ǘƘŜƴ ǎŜƭŜŎǘ ǘƘŜ άwŜƳŜƳōŜǊ Ƴȅ ŎǊŜŘŜƴǘƛŀƭǎέ ƻǇǘƛƻƴ 
and click OK.



Windows Drive Mapping ς Part 2

Step 5:
You should now be presented with an empty folder. Click on the 
back option in File Explorer to return to the shared folder list.

Step 6:
From the folder list, right-click on your shared folder and click 
Map Network Drive. Changing any of these settings is optional. 
Simply click Finish to continue.

The shared folder located on your Buffalo LinkStation NAS should 
now be listed in File Explorer as a Network Location with a drive 
letter for quick and easy access!



Windows Drive Mapping ς Part 3 (Supplemental)

Step 1:
Take note of the device name and IP address from NAS 
Navigator2.

Step 2:
hǇŜƴ ȅƻǳǊ ǎǘŀǊǘ ƳŜƴǳ ŀƴŘ ǎƛƳǇƭȅ ǎǘŀǊǘ ǘȅǇƛƴƎ ΨŎǊŜŘŜƴǘƛŀƭ 
ƳŀƴŀƎŜǊΩΣ ǘƘŜƴ ŎƭƛŎƪ ƻƴ ǘƘŜ ŀǇǇƭƛŎŀǘƛƻƴ ǘƘŀǘ ŀǇǇŜŀǊǎΦ

These steps are Supplemental and are only needed if you encounter issues with the previous directions.

Step 3:
1. /ƭƛŎƪ ǘƘŜ Ψ²ƛƴŘƻǿǎ /ǊŜŘŜƴǘƛŀƭΩ ƛŎƻƴΦ
2. Remove any prior name or IP address listings for your NAS.
3. Click Add a Windows credential.
4. Use your LinkStation IP address, username, and password.
5. Repeat Steps 3 & 4 but use your LinkStation name instead.

Step 4:
The Credential Manager window will have an address bar at 
the top. Use this or open a new File Explorer window.
Type in this address bar:
Ψ\ \ LinkStationIPAddressΩ ƻǊ Ψ\ \ LinkStationNameΩ ǘƘŜƴ Ƙƛǘ 9ƴǘŜǊΦ
You should now be at Step 3 of Part 1. Proceed with Steps 5 & 6. 



macOS Folder Mounting

With the LinkStation now securely configured, we can now proceed to mount 
your shared folder for easy access. Skip to the next section if your LinkStation 
is only going to be used as a Time Machine backup location.

Step 1:
ÅRight click on your Finder icon and select Connect to Server.
OR

ÅOpen Finder and use the key combination  + K.

Step 2:
In the presented field, type the following:
Åsmb://LinkStationIPaddress/sharename
OR

Åsmb://LinkStationName/sharename
Make sure to replace the IP address, name, and/or shared 
folder name with your own.

Step 3:
You should now be prompted for the username and password 
you configured earlier. Enter that in and click Connect.

A new Finder window may open to the shared folder and be 
listed under Locations in Finder going forward.



Windows Backup Featuring NovaBackup

Buffalo Americas, Inc. has partnered with NovaStor to include a free copy of its NovaBackup software that we 
recommend be used for Windows Backup needs.
Windows does have a built-ƛƴ Ψ.ŀŎƪǳǇ ŀƴŘ wŜǎǘƻǊŜΩ ǘƻƻƭΦ IƻǿŜǾŜǊΣ ŀǎ ŀ ƭŜƎŀŎȅ ŦŜŀǘǳǊŜΣ ǘƘŜǊŜ ŀǊŜ Ƴŀƴȅ ƭƛƳƛǘŀǘƛƻƴǎ ŀƴŘ 
therefore we do not recommend or support its use.

Step 1:
ÅRegister your LinkStation HERE.
Å/ƘƻƻǎŜ ΨDŜƴŜǊŀƭ tǊƻŘǳŎǘ wŜƎƛǎǘǊŀǘƛƻƴΩ ƛƴ ǘƘŜ ŘǊƻǇŘƻǿƴΦ
Å{ŜƭŜŎǘ ǘƘŜ ΨL ƴŜŜŘ Ƴȅ bƻǾŀ.ŀŎƪǳǇ ƭƛŎŜƴǎŜǎΗΩ ƻǇǘƛƻƴΦ

This process is manual. Once complete you will be sent a direct 
link to validate and apply for your NovaBackup License.

Step 2:
Install NovaBackup following the directions HERE.

Step 3:
Open NovaBackup and follow the setup guide HERE.

Important:
When adding the NAS as a device, you must use the full path 
and not the mapped folder. This is a Windows limitation.

If you are still having issues, check HERE before contacting 
NovaBackup or Buffalo for assistance.

NovaBackup is capable of many types of backups. If you know 
what you want to backup the default backup option is best to 
save on storage space, you may also do a system image if unsure.

https://buffaloamericas.com/support-pages/product-registration
https://filestore.novabackup.com/Downloads/NovaBACKUP/Current/pdf/IS-NovaBACKUP-Installation-Guide-EN.pdf
https://www.novabackup.com/resources/quick-start-guide
https://support.novabackup.com/hc/en-us/articles/360006795813-Create-a-NAS-Device-for-NovaBACKUP


macOS Backup Featuring Time Machine ς Part 1

!ǇǇƭŜΩǎ ƳŀŎh{ Ƙŀǎ ŀ ōǳƛƭǘ-in tool called Time Machine that creates full
system backups instead of file/folder backups and is used by most customers.
Creating a dedicated folder and activating the feature is required for use.

Step 1:
Create and configure a folder specifically for use by Time Machine. 
1. Open the Settings page for your LinkStation.
2. /ƭƛŎƪ ǘƘŜ Ψ!ŘǾŀƴŎŜŘ {ŜǘǘƛƴƎǎΩ ǘƛƭŜΦ
3. /ƭƛŎƪ ǘƘŜ /ƻƴŦƛƎǳǊŜ ƛŎƻƴ ǘƻ ǘƘŜ ǊƛƎƘǘ ƻŦ ΨCƻƭŘŜǊ {ŜǘǳǇΩΦ
4. Click Create Folder.
5. Modify the page to match the example shown.
6. Click OK and close the shared folder list.

Step 2:
Select the folder and enable the Time Machine function.
1. /ƭƛŎƪ ǘƘŜ Ψ.ŀŎƪǳǇΩ ƳŜƴǳ ƻƴ ǘƘŜ ƭŜŦǘΦ
2. /ƭƛŎƪ ǘƘŜ /ƻƴŦƛƎǳǊŜ ƛŎƻƴ ǘƻ ǘƘŜ ǊƛƎƘǘ ƻŦ Ψ¢ƛƳŜ aŀŎƘƛƴŜΩΦ
3. Click Edit, browse and select the folder, then click OK.
4. Click the On/ Off ǘƻƎƎƭŜ ŦƻǊ Ψ¢ƛƳŜ aŀŎƘƛƴŜΩ ǘƻ ŜƴŀōƭŜ ƛǘΦ
5. Return to Finder for the next steps.



macOS Backup Featuring Time Machine ς Part 2

With the LinkStation now securely configured, we can now proceed to mount 
your shared folder for quick and easy access. 

Step 1:
ÅRight click on your Finder icon and select Connect to server.
OR

ÅOpen Finder and use the key combination  + K.

Step 2:
In the presented field, type the following:
Åafp://LinkStationIPaddress/sharename
OR

Åafp://LinkStationName/sharename
Make sure to replace the IP address, name, and/or shared 
folder name with your own.

Step 3:
You should now be prompted for the username and password 
you configured earlier. Enter that in and click Connect.

A new finder window may open to the shared folder and be 
listed under Locations in Finder going forward.



macOS Backup Featuring Time Machine ς Part 3

Step 4:
Open the Time Machine settings in macOS to proceed.
You can do this by finding it in the System Settings or searching.
1. Click on the Apple icon in the top left corner.
2. Click System Settings.
3. aŀƪŜ ǎǳǊŜ ΨDŜƴŜǊŀƭΩ ƛǎ ǎŜƭŜŎǘŜŘ ƻƴ ǘƘŜ ƭŜŦǘΣ ǘƘŜƴ ǎŎǊƻƭƭ Řƻǿƴ 

on the right and click Time Machine.

Step 5:
Adding a backup location will require a few steps.
1. Click !ŘŘ ōŀŎƪǳǇ ŘƛǎƪΧ
2. Your shared folder should be listed. Click {Ŝǘ ¦Ǉ 5ƛǎƪΧ
3. Enter your LinkStation credentials if prompted.
4. User choice options will be displayed; you may choose to 

turn off Backup encryption should you desire and set a disk 
usage limit if you want to use the LinkStation for more. 
Once you click Done, your first backup should start shortly.

Important:
As of macOS Sequoia 15.6, a warning regarding the use of AFP 
for Time Machine will be displayed. This setup guide will be 
updated in the future to accommodate this as required.



Thank You for Using Our Setup Guide!

We are always looking for ways to improve this 
guide to address the most common issues!

Please send any feedback you may have to:
LS200SGFeedback@BuffaloAmericas.com


