


|ELECTRONIC SPECIFICATIONS

AC Input
Model No. Vort c : DC Output +3.3V +5V +12V -12V +5VsB
oltage | Curren
Maé‘u?rg;‘;“t 18A 18A | 458A | 0.3A 3A
100V
vNwsso | 0P en Max
240V 4A Combined 100W 549.6W | 3.6W 15W
Wattage
Total Output 550W
AC Input
Model No. Vort c : DC Output +3.3V +5V +12V -12v +5VsB
oltage | Curren
Mz‘u%’;‘i“t 18A | 18A | 541A | 03A 3A
100V 8A Max
VNW650
o40v | 4a | Combined 100W 649.2W | 36W | 15W
Wattage
Total Output 650W
AC Input
Model No. Vort C : DC Output +3.3V +5V +12V -12V +5VsB
oltage | Curren
M?‘ﬁg;ﬁ’“t 18A | 18A | 625A | 03A 3A
100V
VNW750 | on Max
240V 4.5A Combined 100W 750W 3.6W 15W
Wattage
Total Output 750W
| CONNECTORS
VNW550/650/750 Series
Cable |ii | ﬂ
24 PIN 4+4 PIN 6+2 PIN SATA 4 PIN
Motherboard CPU PCI-E Connector Molex
Connector | Connector | Connector Connector
VNW550 1 2 2 6 2
VNW650 1 2 2 6 2
VNW?750 1 2 2 6 2




|PRODUCT FEATURES

® DC-DC Circuit Design

e 80 PLUS Certified

e Protection: UVP, OVP, OPP, SCP, OCP

e Silent 120mm Fluid Dynamic Bearing Fan

|PACKAGE CONTENTS

* VNW Power Supply Unit x1
¢ Quick User Guide x 1 80
¢ AC Power Cord x1 YEAR

* Cable Tie x5 PLUS

e Mounting Screw x4

|SAFETY & WARNING

e Due to the high voltage inside the power supply, do not attempt to remove the cover of power
supply. The warranty will be void if the cover is removed.

¢ Do not insert any objects into the open ventilation or fan grill area of the power supply.

* Do not store the power supply in high humidity and high temperature environment.

e Do not plug or unplug the power cord with wet hand.




|TROUBLESHOOTING

If you install the new power supply and the system is not working
properly, please check the following:

e Make sure the AC power cord is plugged correctly into PSU inlet socket and power switch is
at Input “I” position.

e Make sure the wall socket, extension power cord, power strip or surge protector in use, are
fully functional and wall power switch is turned on.

* Make sure that all the connectors from power supply are correctly plugged into the

mainboard.
* Make sure there are no short circuits within the systems that could result from defective

hardware or misplaced connectors.
e |f your are not sure, disconnect all plugs, check them and then connect them again to the

respective sockets.
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Technical Support Information techsupport@rosewill.com 1-800-575-9885
Please register your product at www.rosewill.com for complete warranty information and support for your product. VNW550/650/750 Series_A



